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Hazard Recognition in the Scrap Recycling Industry
Pre/Post-Test Answer Key
1. Identifying and eliminating fire hazards is the key to fire prevention.

True or False

2. When approaching mobile equipment, it is important to do which of the following?

a. Walk behind the equipment and wait for the operator to stop

b. Make eye contact with the operator and wait for permission to approach

c. Stand in the middle of the roadway to flag down the operator

d. Walk beside the operator and yell until the operator stops the equipment

3. Which of the following has the potential to cause blind spots?

a. Corners of buildings

b. Stacks of products or materials
c. Structural supports that exist in the cab of mobile equipment

d. All of the above

4. Pre-use inspections provide you with the opportunity to identify hazards and correct them before beginning any task.

True or False
5. What is the purpose of a group lockout?

a. To lockout multiple energy isolating devices

b. To ensure that each employee performing the servicing or maintenance is provided the same level of protection

c. To identify energy isolating devices

d. To communicate the lockout/tagout/tryout procedure

6. Before you begin any type of hot work activities, you should first evaluate your work area to identify items that have the potential to ignite.

True or False

7. Fire watches are responsible for which of the following?
a. Continually watching for fires

b. Knowing how to alert employees in the event of a fire

c. Having a fire extinguisher and know how to operate it

d. All of the above

8. What is the purpose of a Hazard Communication Program?

a. To make information about chemicals and their hazards readily available

b. To serve as a company’s chemical inventory

c. To provide detailed information on hazardous chemicals

d. To provide emergency response information to combat a chemical incident

9. Which of the following is a common cause of injuries when climbing up, down, on or off of mobile equipment?

a. Not using proper fall protection

b. Ensuring steps are in good condition before climbing up, down, on or off of the equipment
c. Failure to use three points of contact when climbing up, down, on or off of the equipment

d. Facing the equipment when climbing up, down, on or off of the equipment

10. Equipment must be locked out when servicing or doing maintenance work, when the point of operation is accessed, or when a guard is removed or bypassed.

True or False
11. An energy control procedure is unique to each piece of equipment and is a step-by-step guide for how-to lock out the piece of equipment that is being worked on.
True or False

12. Which of the following is important and must take place at the beginning and at the end of every lockout/tagout/tryout situation?
a. Lock removal

b. Communication with all employees in the area

c. Lock placement

d. Lockout procedure review

13. What is the purpose of the pictograms found on the Safety Data Sheets and chemical container labels?

a. To provide a molecular diagram of the chemical

b. To help employees quickly identify the chemical’s hazards

c. To confuse people

d. To provide visual instructions for what to do in an emergency

14. A Job Hazard Assessment (JHA) is an example of a procedure that can be created from information gathered during a risk assessment of the working area.

True or False

15. How far away must combustible materials be removed from an area where hot work is being performed?

a. 15 feet

b. 25 feet

c. 35 feet

d. 45 feet
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